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EN 13859-1

1816TNTEG OVOUAOTIKNA A USC units
Bdpog EN 1849-2 160 g/m? 0.52 oz/ft?
Maxog EN 1849-2 0,7 mm 28 mil
MeTadoaon vdpatuwy (Sd) EN 1931 0,02 m 175 US Perm
AvTtoxn o€ epeAKLOUO MD/CD EN 12311-1 420/420 N/50 mm 48/48 Ibf/in
Emunkuvon MD/CD EN 123111 25/20 % -
Avtoxn og oxloluo kapelob MD/CD EN 12310-1 390/360 N 88/81 Ibf
Y8aTooTEYaAVOTNTA GTO VEPO EN 1928 katnyopia W1 -
META TNV TEXVNTH YRPAVON:

- 0TeyavoTnNTa 0TO VEPO EN 1297/EN 1928 katnyopia W1 -

- avtoxn og epeAKLOUO MD/CD EN1297/EN 12311-1 385/390 N/50 mm 44/45 |bt/in

- ETTIAKLVON EN 1297/EN 123111 20/15 % -
AvTi&paocn oTn eWTIA EN 13501-1 katnyopia E -
AvtioTtaon otn 8lelcduaon aepog EN 12114 < 0,02 m3/(m2h50Pa) < 0.001 cfm/ft2 at 50Pa
EveA§la oe xapnAn 6eppokpacta EN 1109 -20°C -4 °F
AvToxr otn Beppokpacia - -40/80 °C -40/176 °F
Ytabepotnta UV EN 13859-1/2 336h (3 purvec) -
OepuIKA aywylotnTa (A) - 0,04 W/(m-K) 0.02 BTU/h-ft-°F

El8ikn Bepuotnta

1568 J/(kg-K)

Moukvotnta - mep. 230 kg/m3 rep. 14 Ibm/ft3
SUVTEAEOTNC AVTIOTAONG OTOLC ATUOLG () - mep. 29 mep. 0.1 MNs/g
VvOC - N ONUAVTIKN -

STAAN vEPOUL ISO 811 >500 cm >197in
AOKIUN KATAPPAKTWEOLE BPOXAG TU Berlin mepaoe -

(1Ta e6opéva Twv SOV YPAVoNS 0To EpYACTAPLO SEV HITOPOLV VA avamnapdyouy TIC AMPOBAETTEC AITIEC LITOBABIIONC TOL TPOIGVTOC OVTE va AdBouY LMOYN TIC Ka-
TATTOVAOELG OTIG OTTOLEG LITOBAAAETAL KATA TNV WPEAIUN SlapKELa wNE Tov. MNa va 8lac@allcTEl N AKEPAIOTNTA, CLVICTATAL VA TIEPIOPICETE TIPOANTITIKA TNV €KBECN 0TOLG
ATHOOPALPIKOVE TTAPAYOVTEG OTO EPYOTAEI0 OTIC 3 EBEOUABEG TO HEYIOTO.

i— Ta&wounon amoBAnTwy (2014/955/EE): 17 02 03.

1810tNTeg AUS kat NZ OVOHAGCTIKNA TN

Vapour classification ASTM E96 class 4
AlamepaToTNTA OTOLE LEPATUOVE AS/NZS 4200.1 1,471 ug/N s
AvToxn otnv &leloduan ToL VEPOL AS/NZ 4201.4 water barrier
Flamability index AS 1530.2 <5

Duty classification AS/NZS 4200.1 medium
Avtoxn o€ epeAkLoUd MD/CD AS 1301.448s 9,5/8,0 KN/m
Edge tearing resistance MD/CD AS/NZS 4200.0 496/434 N
Burst strength AS 2001.2.19/AS/NZS 4200.1 566 N

(2)This product is suitable for use in BAL regions 12.5 to 40 in accordance with AS 3959. Wherever non-combustible material is required by the NCC it should be noted that this
product is less than 1 mm thick and has a flammability index of less than 5.
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T160 TRASPIR NET 160 - 1,5 50 75 5 164 807 25
TTT160 TRASPIRNET 160 TT TT 1,5 50 75 5 164 807 25
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